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Last time 

•  Review of building science 
–  Psychrometrics 
–  Modes of heat transfer 
–  Surface energy balances 
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Today’s objectives 

•  Finishing surface energy balances and bring all the heat 
transfer modes together 

•  Solar orientation and enclosures 

•  Assign HW #1 
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Campus projects (Project 1) 

Objective: Take what you learn about heat, air, and moisture 
transport (and failures) in building enclosures and apply those 
fundamentals to critically assess the enclosure of a building on 
IIT’s campus. Expectations document on BB now. 
•  Will also recommend retrofits to increase performance 
•  In previous versions, all students used Crown Hall 

–  We’ll expand on that 
•  Use of thermal imaging and other tools 
•  “Real” field experience 
Deliverables: 
•  Report of findings (ex. on BB) 
•  Presentation in class 
Due date: March 11th 
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Project 1: Assessment of IIT building enclosures 

Tools available for your campus project 
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Temperature/RH  
data loggers 

Solar radiation 
IR camera 

Heat flux meter 

Blower door  
(envelope leakage) 

IR thermometer 



Campus projects 
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Name Campus Building 
Johnson, Ajay T. Alumni 
Lizama Velazquez, Sara Crown 
Nicolau De Souza, Bruna Franciele Alumni 
Fan, YiYun MTCC 
Jose, Ivan A. MTCC 
Azimi, Parham Alumni 
Fazli, Torkan Alumni 
Hoover, Kyleen Minerals and Materials 
Hubert, Janis M. Crown 
Khan, Imran A. Minerals and Materials 
Mele, Andi MTCC 
Pinzon Latorre, Andres A. Crown 
Toonen-Talamo, Allison R. Minerals and Materials 

•  Need to do thermal assessments by March 1st  
–  13 students: We need 3 teams of 3; 1 team of 4 



SURFACE ENERGY BALANCES 
Finishing up… 
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Building enclosures and heat transfer, visualized 
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Storage 



Summary of heat transfer in building enclosures 
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Conduction Convection Radiation 
 Long-wave 

q= k
L
Tsurf ,1−Tsurf ,2( )
k
L
=U =

1
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Rtotal =
1

Utotal
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U1 +
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U2 + ...
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Rconv =
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qrad ,1→2 = hrad Tsurf ,1 −Tsurf ,2( )

hrad =
4σTavg

3

1
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q1→2 = εsurfσF12 Tsurf ,1
4 −Tsurf ,2

4( )  For thermal bridges and 
combined elements: 

Rrad =
1
hrad

qsolar =αIsolarSolar radiation: 
(opaque surface) 

Transmitted solar radiation:  
(transparent surface) 

qsolar = ταIsolar

Or more simply: 



Bringing all the modes together 
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•  Exterior surface example: Roof 
Once you have this 
equation described, 
you can do just about 
anything regarding 
heat transfer in 
building enclosure 
analysis, leading into 
full-scale energy 
modeling 

qsolar + qlongwaveradiation + qconvection − qconduction = 0

Steady-state energy 
balance at this 
exterior surface:  
What enters must also 
leave (no storage) 



Bringing all the modes together 
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•  Exterior surface example: Roof 

qsw,solar
+qlw,surface−sky
+qconvection
−qconduction = 0

αIsolar
+εsurfaceσFsky (Tsky

4 −Tsurface
4 )

+hconv (Tair −Tsurface )
−U(Tsurface −Tsurface,interior ) = 0

Solar gain 

Surface-sky radiation 

Convection on external wall 

Conduction through wall 

q∑ = 0

We can use this equation to estimate 
indoor and outdoor surface temperatures 
At steady state, net energy balance is zero 
•  Because of T4 term, often requires 

iteration 



A note on sign conventions 

•  Move from left to right (or top to bottom) 
•  Assume that the temperature to the left (or upstream) is 

higher than the temperature to the right (or downstream) 
–  The signs will work themselves out and let you know if that is not the 

case 
–  Be consistent! 
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A note on sky temperatures 

•  There are many ways to get “apparent sky temperatures” 
–  Varying levels of detail and accuracy 

•  For a partly cloudy night sky: 
–  For 50% cloud cover 

•  For daytime: 

–  For a clear sky: N = 0 
–  For 50% cloud cover, N = 0.5 
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Simpler sky temperatures 

•  Other models estimate apparent sky temperatures ignoring 
water vapor: 
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Typical view factors, F1-2 

•  Some typical view factors from surfaces to ground or sky 

T  ground

Tsurface T  air

T  sky

View (“shape”) factors for: 
  

Vertical surfaces: 
•  To sky (Fsurface-sky)     0.5 
•  To ground (Fsurface-ground)  0.5 

Horizontal surfaces: 
•  To sky (Fsurface-sky)   1 
•  To ground (Fsurface-ground)  0 

 
3) Tilted surfaces 
•  To sky  (1+cosΣ)/2 
•  To ground (1-cosΣ)/2 

Σ	


ground 

surface 

*Note that other surrounding buildings complicate view factors, but their net 
temperature differences probably aren’t that different so long-wave radiation can be 
negligible 

Tground = Tair
Typically assume: 



Example: Roof surface temperature 

•  Estimate the surface temperature that might be reached by a 
bituminous roof (absorptance of 0.9) installed over a highly 
insulating substrate (R-20 IP) exposed to intense sun (qsolar = 
1000 W/m2) on a calm, cloudless day with an ambient 
temperature of 20°C and RH = 30% 
–  Indoor surface temperature is 22°C 

•  Then: what happens if α is reduced to 0.3? 
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Example 2.5: Solution 
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Adjust Tsurface until 
sum of all heat 
transfer modes 
equals zero 

Surface energy balance Add Subtract
W/m2 W/m2

Solar (short-wave) 900
Surface-sky long-wave radiation -511
Convection on roof -371
Conduction through roof 17

SUM 0

Given alpha 0.9 bituminous membrane
Given Itotal, W/m2 1000
Assume Fsurface-sky 1
Assume e,surface 0.9
Given Tair,out, K 293.15 20 degC
Assume Tair,out,dewpoint, K 275.06 1.91 degC psych chart
Calculate e,sky 0.79 N = 0
Calculate Tsky, K 276.61 Tsky equation for clear day
Guess Tsurface, K 354.95 81.8 degC
Given Tsurf,in, K 295.15 22.0 degC
Constant stef-boltz, W/(m2K4) 5.6704E-08
Given R-value IP, h-ft2-F/Btu 20
Given R-value, SI 3.52
Given U-value, W/m2K 0.28



Example 2.5: Solution (low absorptivity) 
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Surface energy balance Add Subtract
W/m2 W/m2

Solar (short-wave) 300
Surface-sky long-wave radiation -203
Convection on roof -92
Conduction through roof 6

SUM 0

Given alpha 0.3 bituminous membrane
Given Itotal, W/m2 1000
Assume Fsurface-sky 1
Assume e,surface 0.9
Given Tair,out, K 293.15 20 degC
Assume Tair,out,dewpoint, K 275.06 1.91 degC psych chart
Calculate e,sky 0.79 N = 0
Calculate Tsky, K 276.61 Tsky equation for clear day
Guess Tsurface, K 314.85 41.7 degC
Given Tsurf,in, K 295.15 22.0 degC
Constant stef-boltz, W/(m2K4) 5.6704E-08
Given R-value IP, h-ft2-F/Btu 20
Given R-value, SI 3.52
Given U-value, W/m2K 0.28



Bringing all the modes together 

•  Similarly, for a vertical surface: 
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qsolar + qlwr + qconv − qcond = 0

αIsolar
+εsurfaceσFsky (Tsky

4 −Tsurf
4 )

+εsurfaceσFair (Tair
4 −Tsurface

4 )
+hconv (Tair −Tsurface )
−U(Tsurface −Tsurface,interior ) = 0

Ground 

αIsolar
+εsurfaceσFsky (Tsky

4 −Tsurface
4 )

+εsurfaceσFground (Tground
4 −Tsurface

4 )
+hconv (Tair −Tsurface )
−U(Tsurface −Tsurface,interior ) = 0



Bringing all modes (and nodes) together 

•  For an example room like this, you would setup a system of 
equations where the temperature at each node (either a 
surface or within a material) is unknown 
–  12 material nodes + 1 indoor air node 
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A air node

internal surface node

external surface node
element-inner node

C
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n

Rad iati onmcp
dT
dt

= qat boundaries∑

At surface nodes: 
 q∑ = 0

At nodes inside  
materials: 
 

Based on density 
and heat capacity 
of material… 

Heat Xfer @ external surfaces: 
Radiation and convection 



Bringing all modes (and nodes) together 
•  To get the impact on indoor air temperature (and close the system of 

equations) 
–  Write an energy balance on the indoor air node 
–  Air impacted directly only by convection (bulk and/or surface) 
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(Vroomρaircp,air )
dTair,in
dt

= hiAi Ti,surf −Tair,in( )
i=1

n

∑ + mcp Tout −Tair,in( )+QHVAC

F

C

L R

3

3

33

A air node

Ei
QHVAC In plain English: 

The change in indoor air 
temperature is equal to the 
sum of convection from 
each interior surface plus 
outdoor air delivery (by 
infiltration or dedicated 
outdoor air supply), plus the 
bulk convective heat 
transfer delivered by the 
HVAC system 

Qinfiltration 



Bringing all the modes together 

•  Similarly, for a vertical surface: 
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qsolar + qlwr + qconv − qcond = 0

αIsolar
+εsurfaceσFsky (Tsky

4 −Tsurf
4 )

+εsurfaceσFair (Tair
4 −Tsurface

4 )
+hconv (Tair −Tsurface )
−U(Tsurface −Tsurface,interior ) = 0

Ground 

αIsolar
+εsurfaceσFsky (Tsky

4 −Tsurface
4 )

+εsurfaceσFground (Tground
4 −Tsurface

4 )
+hconv (Tair −Tsurface )
−U(Tsurface −Tsurface,interior ) = 0



SOLAR ORIENTATION 
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Solar radiation 

•  The sun is the source of most energy on the earth 

•  Need to have a working knowledge of earth’s relationship to 
the sun 

•  Should be able to estimate solar radiation intensity 
–  Understand thermal effects of solar radiation and how to 

control or utilize them 
–  Need to estimate solar gains on a building 
–  Need to predict intensity of solar radiation and the 

direction at which it strikes building surfaces 
•  Starts with relationships between the sun and the earth 
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Solar radiation: earth-sun relationship 
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•  Earth rotates about its axis every 24 hours 
•  Earth revolves around sun every 365.2425 days 
•  Earth is titled at an angle of 23°27’ 



Solar radiation: earth-sun relationship 
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•  Therefore, different locations on earth receive different levels of solar 
radiation during different times of the year (and different times of the day) 
–  The greatest amount of solar radiation is delivered to northern hemisphere on 

June 21 
–  Least amount of solar energy delivered on December 21 

•  There are methods of determining the amount of flux of solar radiation to 
surfaces on the earth 



Earth-sun relationships 

•  The position of a point P on the earth’s surface with respect 
to the sun’s rays can be calculated if we know: 
–  Latitude of point on earth, l (degrees) 
–  Hour angle of the point on earth, h (degrees) 
–  Sun’s declination, d (degrees) 
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Earth-sun relationships 

•  Sun’s declination, d, can be estimated by: 
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Where n is the day of the year, which you can determine by 
counting on your hands, looking up online, or using this table: 

Where D is 
the day of the 
month 

d is positive when 
sun’s rays are north of 
the equator 



Earth-sun relationships 

•  Now we have latitude (l) and sun’s declination (d) 
–  Need hour angle (h) 

It’s all about time: 
•  Greenwich Civil Time = time at line of zero longitude 
•  Local Civil Time (CT) is governed by your longitude 

–  1/15th of an hour (4 mins) of time for each degree difference in longitude 
•  Central Standard Time is 90 degrees from 0 
•  4 min per degree * 90 degrees = 360 minutes = 6 hours 

•  Time also measured by apparent diurnal motion of the sun 
–  Apparent Solar Time (AST), Local Solar Time (LST), or Solar Time (ST) 

•  Interchangeable 
–  Slightly different than a civil day because of irregularities of the earth’s 

rotation and shape of earth’s orbit 
–  The difference between solar time (LST) and civil time (CT) is called the 

Equation of Time (E) 
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Calculating solar time (LST) 

•  Local solar time (LST): 

•  Equation of Time: 
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Where: 
LST = local solar time (hour) 
CT = clock time (hour) 
Lstd = standard meridian longitude for local time zone (degrees west) 
Lloc = longitude of actual location (degrees west) 
E = Equation of Time (hour) 
DT = Daylight savings time correction (hour) 

 *DT = 1 if on DST; otherwise 0 
 
**Note that all times should be converted to decimal format from 0 to 
24. For example, 3:45 PM = 15.75 hours 

B is in degrees 



Calculating solar time (LST) 

•  Finally, the solar hour angle, h, can be calculated: 

•  Again, you can either calculate these values, use a website*, or look 
them up in a table like this: 

*NOAA has website for this: http://www.esrl.noaa.gov/gmd/grad/solcalc/ 
31 

h is positive after 
solar noon and 
negative before 

LST is in 24 hour format 



Calculating solar time (LST) and hour angle (h) 

•  Example problem: 
•  Determine the local solar time and sun’s hour angle in 

Minneapolis, MN at 2:25 PM Central Daylight Savings Time 
on July 21 
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Earth-sun relationships 

•  Once we have our local latitude l, the sun’s declination angle 
d, and the hour angle h, we can move on to other important 
relationships: 
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Three important angles (°) 
 

θH = sun’s zenith angle 
angle between the sun’s rays 
and the local vertical 
 

β = altitude angle 
angle in a vertical plane 
between the sun’s rays and 
the projection of the earth’s 
horizontal plane 
 

ϕ = solar azimuth angle 
angle in the horizontal plane 
measured from south to the 
horizontal projection of the 
sun’s rays 

*Note that IDN represents the sun’s rays 



Earth-sun relationships 

•  Relationships between l, h, d, and θH, β, and ϕ can all be 
described in this figure: 

34 *Don’t worry if this doesn’t all make sense; there are formulas! 



Determining solar angles 

•  After a lot of complex geometry/trigonometry… 
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cos θH = cos l cos h cos d + sin l sin d 

sin β = cos l cos h cos d + sin l sin d 

cos ϕ  = (cos d sin l cos h – sin d cos l) / cos β 

**Keep units consistent 

A note on sign conventions for all of these relationships:  
North latitudes (l) are positive, south latitudes are negative 
Declination (d) is positive when sun’s rays are north of equator 
Hour angle (h) is negative before solar noon, positive after 
Azimuth angle (ϕ) is negative east of south and positive west of south 

Note that β for solar noon = 90 degrees - | l - d |  
Also note that β + θH = 90 degrees 



Earth-sun relationships 

•  Last but not least… 
•  The previous relationships identify a point on the earth’s 

surface in relation to the sun 
–  All valid for horizontal surfaces 
–  Buildings are not horizontal surfaces! 

•  Surface-sun relationships: 
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Surface-sun relationships 
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More important angles (°) 
θ = incidence angle 
angle between the solar rays and 
the surface normal 
 
Σ = surface tilt angle 
angle between surface normal and 
the vertical 

 Vertical surface: Σ = 90° 
 Horizontal surface: Σ = 0° 

 
Ψ = surface azimuth angle 
angle between south and the 
horizontal projection of the surface 
normal 
 
γ = surface-solar azimuth angle 
angle between horizontal projection 
of solar rays and the horizontal 
projection of the surface normal 

 γ = | ϕ - Ψ | 

*Sign convention: Ψ is negative for a surface that faces east 
of south and positive for a surface that faces west of south 

Tilted surface: 
cos θ = cos β cos γ sin Σ + sin β cos Σ 

Vertical surface (Σ = 90°): 
cos θ = cos β cos γ 



Surface-sun relationships: Example problem 

•  Calculate sun’s altitude (β) and azimuth (ϕ) angles at 7:30 
am local solar time (LST) on August 7 for a location at 40 
degrees north latitude 
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Surface-sun relationships: Example problem 

•  Calculate sun’s incidence angle for a vertical surface that 
faces 25 degrees east of south and has a tilt angle of 60 
degrees at 3:00 pm local solar time on June 7 for a location 
at 36 degrees north latitude 
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Find θ 

Given: 
Ψ, Σ, l, h, β, ϕ  

Translation: 



Solar flux 

•  Once we know earth-surface-sun relationships, we can 
eventually get to the effects of those relationships on actual 
solar radiation 

•  Solar radiation intensity is roughly constant at the outer layer 
of the atmosphere 
–  1367 W/m2 – varying a few percent depending on time of year 

•  The earth’s atmosphere depletes some direct solar radiation 
–  Intercepted by other air molecules, water molecules, dust particles 
–  Remaining reaches earth’s surface unchanged in wavelength 

•  Direct radiation 
–  The deflected radiation turns aside from the direct beam 

•  Diffuse radiation 
40 



Solar flux 

•  Estimating intensity of direct normal solar radiation: 
–  Many, many ways to estimate this 
–  ASHRAE uses a model for “average clear days” that works well for 

ARCE purposes 

 

•  Estimating intensity of diffuse horizontal radiation: 
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IDN = Ae
−B sinβ

Where: 
IDN = direct normal irradiance, or amount of solar radiation per unit area on a 

surface that is always held perpendicular to the sun’s rays (W/m2) 
A = apparent direct normal solar flux at outer edge of earth’s atmosphere (W/m2) 
B = empirically determined atmospheric extinction coefficient (dimensionless) 
β = altitude angle 

IdH =CIDN
Where: 
IdH = diffuse horizontal irradiance, or that which is scattered (W/m2) 
C = empirically determined coefficient for typical “clear days” (dimensionless) 



Typical clear day values for solar radiation 
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IDN = Ae
−B sinβ



Solar flux to building surfaces (finally!) 

•  Solar radiation striking a surface: 
–  Direct + diffuse + reflected 

•  Direct (ID): 

•  Diffuse (Id): 
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ID = IDN cosθ
Where: 
θ = incidence angle, or the angle between the solar rays and the surface normal 
IDN = direct normal irradiance (W/m2) 

Id = IdH
1+ cosΣ
2

Where: 
Σ = surface tilt angle, or the angle between surface normal and surface vertical 
IdH = diffuse horizontal solar radiation (W/m2) 

Isolar = ID + Id + IR



Solar flux to building surfaces (finally!) 

•  Reflected (IR) 
–  Radiation striking a surface after reflecting off surrounding surfaces 
–  Similar to diffuse 
–  Usually concerned with reflection from the ground 

44 

IR =
ρgIH (1− cosΣ)

2
Where: 
ρg = solar reflectance of the ground (depends on surface, usually 0.1-0.4) 
IH = total solar flux striking the horizontal ground (W/m2) 

IH = IDN cosθH + IdH 



Solar flux to building surfaces 

•  Reflected (IR) 
–  Values of reflectance (ρg)  

 for common ground  
 surfaces 
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Solar flux to building surfaces: Example problem 

•  Find the solar flux incident on the tilted surface used in the 
previous problem 
–  Assume a ground reflectance of 0.15 

46 



Refined solar data 

•  Now, you could make all of these calculations for every hour 
of the day… 

OR 
•  You can build calculators or download data 
•  For hourly sun positions, you can build a calculator or use 

one from the internet 
–  http://www.susdesign.com/sunposition/index.php 

•  For hourly solar data (direct + diffuse in W/m2) 
–  http://rredc.nrel.gov/solar/old_data/nsrdb/ 
–  You may be familiar with “typical meteorological years” 

•  These data inform those databases 

•  For visualizing geometry, using something like IES-VE 
–  Show videos (videos can be downloaded on course website) 
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Solar orientation videos/software 

•  http://built-envi.com/wp-content/uploads/2013/07/
solar_position_ies.zip 
–  56 mb zip file of several videos 

•  January, April, July, November 1st 
–  Just one day (24 hours) 

•  6 am, 9 am, 12 pm, and 4pm for an entire year 
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Bringing all the modes together 

•  Back to our energy balance for a vertical surface: 
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qsolar + qlwr + qconv − qcond = 0

Ground 

αIsolar
+εsurfaceσFsky (Tsky

4 −Tsurf
4 )

+εsurfaceσFair (Tair
4 −Tsurface

4 )
+εsurfaceσFground (Tair

4 −Tground
4 )

+hconv (Tair −Tsurface )
−U(Tsurface −Tsurface,interior ) = 0

We need to understand conduction through enclosures that 
are more complex than just single materials 



BASIC CONDUCTION IN ENCLOSURES 
Temperature distributions through multiple layers 
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Conduction through multiple layers 
•  Just as in electrical circuits, the 

overall thermal resistance of a 
series of elements (layers) can be 
expressed as the sum of the 
resistances of each layer 

–  Don’t forget the interior and exterior 
convective resistances 

 

•  By continuity of energy we can write 

q =
T1 −T2
R1

=
T2 −T3
R2

=
T3 −T4
R3

     so

q =
T1 −T4
Rtotal

 where  Rtotal = Ro + R1 + R2 + R3 + Ri

t1 

Δx1 Δx2 Δx3 

T1=To 

T2 
T3 

T4=Ti 
 k1 k2 k3 

Ro = 0.044  R1 =
Δx1
k1

 R2 =
Δx2
k2

 R3 =
Δx3
k3

  Ri = 0.11

51 Can only add resistances (R) in series, not conductances (U) 

Typical “film” 
values 



Simple conduction through multiple layers 

•  Calculate the R-value of an enclosure assembly 
 
Steps: 
1.  List each material in the assembly 

–  And its conductivity and thickness 

2.  Calculate conductance of each layer  
–  U = k/L 

3.  Calculate thermal resistance of each layer 
–   R = 1/U 

4.  Sum the individual thermal resistances to get Rtotal 
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Conduction through multiple layers 

Example problem: 
•  Calculate the total thermal resistance, Rtotal, and overall heat 

transfer coefficient, Utotal, of the wall shown below 
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Conduction through multiple layers 

54 

•  Refer to ASHRAE 2005 HOF Ch. 25 for data 

Conductivity Thickness Conductance Resistance 
Layer material k = [W/mK] L = [m] U = [W/m2K] R = [m2K/W] 
Interior film n/a n/a 8.3 0.121 
Concrete 1.8 0.15 12 0.083 
Type 4 XPS 0.029 0.075 0.4 2.564 
Air space n/a 0.025 n/a 0.17 
Brick 1.3 0.09 14.4 0.069 
Exterior film n/a n/a 34 0.029 

Rtotal (m2K/W) 3.04 
Utotal (W/m2K) 0.33 



A note on R-values of air cavities 

•  ASHRAE has measured the combined convective + radiative 
R-values for thin planar cavities of various orientations and 
depths with various “εeff” 

•  These are the best data to use for air spaces in assemblies 
–  If you do not know that the material in the cavity is reflective or “low 

e”, just assume that both walls of the cavity have ε=0.9 for each 
surface, so that when combined, εeff = 0.82 
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 εeff  = ε1ε2 



ASHRAE HOF 2005, Chapter 25 (small cavities) 

Usually we use values from the εeff = 0.82 column unless one material is low-e 
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R-values for different air gap characteristics 



ASHRAE HOF 2005, Chapter 25 (larger cavities) 

Usually we use values from the εeff = 0.82 column 
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R-values for different air gap characteristics 



Conduction through multiple layers 
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•  Refer to ASHRAE 2005 HOF Ch. 25 for data 

Conductivity Thickness Conductance Resistance 
Layer material k = [W/mK] L = [m] U = [W/m2K] R = [m2K/W] 
Interior film n/a n/a 8.3 0.121 
Concrete 1.8 0.15 12 0.083 
Type 4 XPS 0.029 0.075 0.4 2.564 
Air space n/a 0.025 n/a 0.17 
Brick 1.3 0.09 14.4 0.069 
Exterior film n/a n/a 34 0.029 

Rtotal (m2K/W) 3.04 
Utotal (W/m2K) = 1/R 0.33 Rtotal (IP) = 17.3 hr·ft2·°F/Btu 



R-values of deeper cavities 

•  The R-value of cavities stops increasing much at 3 inches 
(75 mm) depth 
–  Beyond 3 inches (75 mm), convection and radiation dominate 
–  For a deep cavity, either compute R-values with more advanced 

methods or use the 3 inch (75 mm) value 

•  Do NOT take the R value of a 1 inch (25 mm) cavity and 
multiply by the thickness of the cavity for thick cavities   
–  If you did that, you would guess that an 8 foot attic would have an R 

value of about 100 hr·ft2·°F/Btu, which is a factor of 20 too high! 
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Conduction through multiple layers 
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•  Utotal = 0.33 W/m2K 

•  Calculate steady-state  
 heat flow through the  
 enclosure 

 
•  q = UΔT 
•  q = (0.33 W/m2K)*(Tinside - Toutside) 
•  q = (0.33 W/m2K)*(30 K) = 10 W/m2 

–  From inside to outside 



Conduction through multiple layers 
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•  Calculating the temperature 
 gradient through an  
 enclosure of i materials 

Conductivity Thickness Conductance Resistance ΔTi Ti 
Layer W/mK m W/m2K m2K/W °C °C 
Interior film n/a n/a 8.3 0.121 20 

1.2 
Concrete 1.8 0.15 12 0.083 18.8 

0.8 
Type 4 XPS 0.029 0.075 0.4 2.564 18.0 

25.3 
Air space n/a 0.025 n/a 0.17 -7.3 

1.7 
Brick 1.3 0.09 14.4 0.069 -9.0 

0.7 
Exterior film n/a n/a 34 0.029 -9.7 

0.3 
Rtotal (m2K/W) 3.04 Exterior T: -10 
Utotal (W/m2K) 0.33 

ΔTi =
Tinternal −Texternal

Ri
i=0

n

∑
Ri
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•  Calculating the temperature 
 gradient through an  
 enclosure 

18.8 18.0 

-7.3 
-9.0 

-9.7 

18.8 18.0 

-7.3 
-9.0 

-9.7 



Total heat transfer through multiple layers 

•  We can continue to use the electrical resistance analogy 
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Limitations to the summation rule 

The summation rule for finding Rtotal has several limitations: 
–  Only works for layers 
–  Layers must be same area 
–  Layers must be uniform thickness 
–  Layers must have constant material properties  

•  This is the biggest limitation 

 
What do we do with more realistic constructions? 

–  Parallel path or ISO thermal equivalents 
–  Computer modeling 
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